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Part Number

AD337A
AD338A
AD339A
AD331A
AD332A
A7012A
A7011A

AM225A
AM232A

AT111A

BIF23A
BIF24A
AH400A
AH401A
AB378B
AB3798
AD300A

Q9X08A
AM311A
AM312A
AD335A
AH303A
A7173A
A9890A
A9891A

AT134A

Card Description

HP PCle 2-port 1000Base-T Card

HP PCle 2 port 1000Base-SX

HP PCle 4-port 1000Base-TX Gb Adptr
PCI-X 1 port 1000Base T (gigabit copper)
PCI-X 1 port 1000Base-SX (gigabit fiber)
PCI-X 2 port 1000Base T

PCI-X 2 port 1000Base SX

HP Integrity 10GbE-SR PCle Adapter
HP Integrity 10GbE-LR PCle Adapter

HP Integrity CN1100E PCle 2-port CNA

HPE SN1000Q 1-port 16Gb (Qlogic) HBA

HPE SN1000Q 2-port 16Gb (Qlogic) HBA

HP PCle 1-port 8Gb FC SR (Qlogic) HBA

HP PCle 2-port 8Gb FC SR (Qlogic) HBA

PCI-X 266 MHz 1 channel 4 Gb/s Fibre Channel
PCI-X 266 MHz 2 channel 4 Gb/s Fibre Channel
PCle 2 port 4 Gb/s Fibre Channel

HP PCle 2p P441 SAS Controller

HP PCle 2p P411/256 SAS Controller

HP Integrity SA 812/1GB SAS Ctrl

PCle Smart Array P800

HP PCle 4-ext/4-int port SC44Ge SAS HBA
PCI-X 2 channel Ultra320 SCSI

PCI-X 2 channel Smart Array 6402 Ultra320
PCI-X 2 channel Smart Array 6404 Ultra320

PCle x4 SCSI Host Bus Adapter

rx2800 i2

V8.4-1H1
V8.4-1H1
V8.4-1H1

V8.4-1H1
V8.4-1H1

V8.4-1H1

V8.4-2
V8.4-2
V8.4-1H1
V8.4-1H1

V8.4-211
V8.4-1H1
V8.4-1H1

V8.4-1H1

rx2800 i4

V8.4-1H1
V8.4-1H1
V8.4-1H1

V8.4-1H1
V8.4-1H1

V8.4-1H1

v8.4-2

Vv8.4-2
V8.4-1H1
V8.4-1H1

V8.4-2L1
V8.4-1H1
V8.4-1H1

V8.4-1H1

rx2800 i6 rx1600 rx2600 rx2620
1Gb LAN
Vv8.4-211
V8.4-2L1
V8.4-2L1
V8.4-1H1 V8.4-1H1 V8.4-1H1
V8.4-1H1 V8.4-1H1 V8.4-1H1
10Gb LAN
V8.4-2L1
V8.4-2L1
FlexFabric/CNA
V8.4-2L1
Fibrechannel
V8.4-2L1
V8.4-2L1
V8.4-1H1 V8.4-1H1 V8.4-1H1
V8.4-1H1 V8.4-1H1 V8.4-1H1
SAS/SmartArray
V8.4-2L1
V8.4-211
V8.4-2L1
V8.4-1H1 V8.4-1H1 V8.4-1H1
V8.4-1H1 V8.4-1H1 V8.4-1H1
V8.4-1H1 V8.4-1H1 V8.4-1H1
U320 sCslI

rx2660

V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1

V8.4-1H1
V8.4-1H1

V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1

V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1

rx3600

V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1

V8.4-1H1
V8.4-1H1

V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1

V8.4-1H1
V8.4-1H1
V8.4-1H1

V8.4-1H1
V8.4-1H1
V8.4-1H1

rx6600

V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1

V8.4-1H1
V8.4-1H1

V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1

V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1
V8.4-1H1

rx7640

Vv8.4-2
V8.4-2
Vv8.4-2

Vv8.4-2
V8.4-2
Vv8.4-2
V8.4-2
V8.4-2

V8.4-2
V8.4-2
V8.4-2
V8.4-2
V8.4-2

rx8640

v8.4-2
V8.4-2
v8.4-2
V8.4-2
v8.4-2
V8.4-2
v8.4-2

v8.4-2
V8.4-2
v8.4-2
Vv8.4-2
V8.4-2

V8.4-2
Vv8.4-2
V8.4-2
Vv8.4-2
V8.4-2



